## SWITCH ACTUATOR 12-FOLD, 10 AX, MDRC



Catalog description Long description

C4-KNX-12SW1OAX
Switch Actuator, 12-fold, 10 AX, MDRC
Uses potential free contacts to switch 12 independent electrical loads via the KNX bus. Manual operation and display of the switching state of the contacts. The 10AX device is especially suited for loads with high surge currents e.g. fluorescent lighting (AX) according to EN 60669.

Dimensions
Product $(H \times W \times D)$
Product net weight
$90 \times 216 \times 64.5 \mathrm{~mm}$
0.608 kg

| Package |  |  |
| :---: | :---: | :---: |
| Package level 1 units | 1 piece |  |
| Package $(H \times W \times D)$ | $65 \times 92 \times 220 \mathrm{~mm}$ |  |
| Package level 1 gross weight | 0.673 kg | MOST RECENT VERSION |
| Additional information |  |  |
| Degree of protection | IP20 | : |
| Mounting type | DIN-rail adapter | .. |
| Number of LEDs | 1 | \% |
| Number of outputs | 12 | ctrl4.co/knx-12sw10ax-ds |
| Power loss | 6.5W |  |
| Product main type | Switch Actuators 10 A |  |
| Product type | Standard Outputs |  |
| Rated current ( $\mathrm{I}_{\mathrm{n}}$ ) | 10 A |  |
| Voltage range | 230V |  |

